
Data capabilities
IP data  
Standard IP     Background class of service  
    Send: Up to 240kbps over  
    a shared channel  
    Receive: Up to 384kbps over  
    a shared channel

Streaming IP     Guaranteed quality of service  
    Send: 32, 64kbps  
    Receive: 32, 64kbps

SMS     640 characters via web interface

Voice capabilities
Voice     4kbps

Supplementary      Voicemail   
services     Call forwarding  
    Call barring  
    Call waiting  
    Call holding  

Accessories
Blueto oth handset   Bluetooth v1.2  O  
    100m range (Class 1)  
    1.5” LCD CSTN 64K colour LCD  
  Am 005 HM-iN AAA 4⁄3 V2.1 x 2    

rechargeable battery pack  
or 2 x 1.5V AAA LR03 alkaline 
batteries

Corded analogue    Basic PSTN phone functions  O  
handset     In-use backlit LED  
    RJ-11 connector

Cable pack     IP 54 6P4C RJ-11 telephone  S  
    cord (1.8m)  
    IP 54 8P4C RJ-45 CAT.5   
    network cable (1.5m)

Power cords     2-pin Euro-type  S  
    2-pin US-type  
    3-pin UK-type

Primary battery pack   10.8A, 2250mAH  S  
    208 x 26 x 25mm

AC/DC power      Input: 100V - 240V,   S  
adapter     50 - 60Hz, 1.2A  
    Output: 15V, 2.8A

Solar panel     15V - 20V, 2.0A  O  
    2kg

Second battery     16V, 6000 mAH  O  
pack     230 x 165 x 14mm

In-vehicle charging    Input: 10V - 28V, 3A  O  
adapter     Output: 15V, 2.8A

Hard carrying case   Internal 501 x 279 x   O  
    193mm  
    External 559 x 351 x  
    229mm

Canvas carrying case  Sling and back-pack  O  
    377 x 377 x 127mm

S  Standard O  Optional

 

Physical characteristics
Weight  < 1.65kg (3.63lb)

Dimensions  Length: 259mm (10.20in)  
 Width: 195mm (7.67in)  
 Depth: 58mm (2.28in)

Interfaces  RJ-45 Ethernet port  
 RJ-11 phone port  
 Bluetooth  
 - Supported profiles:  
  - Cordless handset  
  - Headset  
  - Serial port

User access  Via activated 3G compatible SIM card 

User interfaces   
PC  BGAN LaunchPad  
 Built-in web interface  
On terminal Audio and LCD pointing aids 

Power
DC input  15 – 20 VDC  
 (power adapter and car charger)

Power adapter  Input 100 – 240 VAC, 47 – 63Hz  
 Output 15 VCD

Battery type Lithium ion

Typical use Transmit time: 1 hr continuous  
 transmission at data rate <= 72kbps

 Receive: 3 hrs when receiving only

 Stand-by time: 36 hrs

Battery type  Lithium-ion. Rechargeable

Tolerances
Operating temperature   -20°C to +70°C  
       (-4°F to +140°F)

Charging tem perature    0°C to +45°C  
       (+32°F to +113°F)

Operating humidity      95% non-condensing    
       at +40°C (+104°F)

Storage humidity       5% to 95%  
       (Relative humidity)

Water and dust        IP 54 (dust and spray   
       proof in all directions)

Supported operating systems
Operating system     Microsoft Windows 2000, XP

     Mac OS 10.1 and above

     Redhat 9.0 and above
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