


Trac Star i450M TracStar”

Reflector/Pedestal Antenna Controller SYSTEMS
Size 45 cm Elliptical Equivalent One button operation automatic satellite acquisition with integrated
Mount Geometry Elevation over Azimuth GPS/Accelerator/Gyro Sensors and user configurable satellite selection.
Polarization Linear Phase Shift
Environmental
Travel Wind 100 mph (153 Kph)
Azimuth 360° continuous Temperature
Elevation 20-70° Operational -30°C - 50°C
Polarization +95° Non-operational -40°C - 50°C
Humidity 100% at -300 C - +300 C
Trackin Altitude 15,000’
Lg.‘ R Rain 2"/hr at 40mph
Acceleration >200°/s2 Shock and Vibration MIL-STD-810F Pending
\l\//leelggt}lé CC Part 25,292 >100°/s Joint Interoperability Test Command (JTIC) Certified
Accuracy
Tracking <0.5°
Peaking <0.2°

Interface Vehicle Link
RF
RF
ACU
Power

Antenna Characteristics
Transmit Gain (14.0 GHz)
Receive Gain (10.95 GHz)
EIRP (Typical with Radome)
GIT (Typical with Radome)

Weights & Measures
Antenna System
Weight
Dimensions
Portable Power Supply/Display Unit
Display Unit Only
Weight
Dimensions
Rack Mount (1RU) Unit
Weight
Dimensions

50 ohm Tx / Rx TNC Connector
Tx / Rx L-Band 950-1450 MHz

25 ft. Cable with Connectors
120VAC, 500 watts, 5 amps (max.)

35.5 dBi
31.5 dBi
44.5 dBw
11.5 dB/K

164.5 Ibs (74.3kg)
45" x 11.5" (114.3 x 29.2cm)

0.5 Ibs (.22kg)

5 %"W x 3 ¥4"D x 1-3/8"H (114.3 x 29.2 cm)

8.0 Ibs. (3.6 kg)

19.0'W x 8.0"D x 1.75"H (48.2 x 34.2 x 4.4 cm)
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