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Hub Chassis Specifications

IF Module 5IF 

Line Cards Slots 20 

SatCom Interfaces TxIF: Type – F, 950 – 1700 MHz 
RxIF: Type – F, 950 – 1700 MHz

Remote Requirements Works with any iNFINITI or Evolution remote

Line cards Requirements Works with any iNFINITI or Evolution line card

Power Specifications

Input Voltage Range 100–240 VAC

Frequency 47–63 Hz

Main Power Module 800 Watt, 1+1 redundancy, hot-swappable

BTU 2732 BTU/hr.

Mechanical and Environmental 

Size W 17.5"x D 24"x H 19" (11U) (W 44.45 cm x D 60.96 cm x H 48.3 cm)

Weight Empty 100 lbs (45.5 kg), Loaded 125 lbs (56.8 kg)

Operating Temperature and Humidity 0º to 45º C (+32º to +113º F), 0–95% non condensing  

Fans Three fans, 2+1 redundant, hot-swappable

LEDs Line card status, power status, fan status

Reference Clock Module 10 MHz, 1+1 redundant, with auto fail-over, hot-swappable, external GPS Ref. capable

Radio Standards Complies with EN 301-428 v1.3.1 - Ku-Band System Level Specifications 
Complies with EN 301-443 v1.3.1 - C-Band System Level Specifications

Safety Standards Complies with IEC 60950, EN 60950-1, UL 60950-1, CSA C22.2 No.60950-1-03

Emission Standard Complies with EN 61000-3-2, EN 61000-3-3, EN 55022 Class A, FCC Part 15 Class A, 
CISPR 22 Class A

Immunity Standard Complies with EN 55024, EN 61000-4-2, EN 61000-4-3, EN 61000-4-4, EN 61000-4-5, 
EN 61000-4-6, EN 61000-4-11, EN 301-489-1, EN 301-489-12

Certification FCC, CE, and RoHS Compliant

Additional Hub Components

Protocol Processor 2 servers, 1+1 redundant

NMS servers 2 servers, 1+1 redundant

LAN Switch 48 port Gigabit Ethernet LAN switch

KVM Switch 8-Port 

Networking Software iDS or iDX with iVantage NMS

Line Card Specifications (optional)

Max. IP Data Rates  
Per Line Card

Downstream: up to 20 Mbps (iNFINITI) or up to 156 Mbps (Evolution) 
Upstream: up to 11 Mbps

Network Access Scheme iNFINITI TDM or DVB-S2/ACM on the downstream and deterministic MF-TDMA  
(on the upstream)

Topologies Star, Mesh, SCPC

For more details, please consult the line card specification sheets


